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AND TATL LOADS ON AN AIRPLANE EQUIPPED WITH A
VANE-CONTROLLED GUST-ALLEVIATION SYSTEM

By T. V. Cooney and Russell L. Schott
SUMMARY

A flight investigation has been made of wing and horizontal-tail
loads end spar strains on a twin-engine light transport airplane which
was modified for the installation of a control system that would allevi-
ate airplane motions in turbulent air and thus improve passenger com-
fort. In the control system used, changes in the angle of attack pro-
duced by gusts were sensed by a vene which causes the trailing-edge flaps
and ailerons to deflect in order to counteract lift. The elevator was
split and the outer parts were geared to the flaps to balance pitching
moment.

The results presented are from an initial analysis of a sample of
the measurements obtained in flight through clear-air turbulence with
the control system on and off end represent the initial evaluation of
the gust-alleviation-system effectiveness, not necessarily the optimum
that can be obtained. There were indications that a reduction of 43 per-
cent in root-mean-square normsl acceleration at the airplane center of
grevity was accomplished. This reduction in normal acceleration was
accompanied by a reduction in main-spar bending strains of the wing;
however, shear strains in both the main and rear spars of the test-
airplane wing were increased beceuse of operation of the trailing-edge
flaps in the alleviated airplane configuration. Horizontal-tail shear
and bending strains were increesed because of operation of the split
elevator on the gust-alleviated alrplane. Increases in the magnitude
and frequency of occurrence of some of the strains in the wing and tail
structure in rough air which are associated with operation of the alle-
viation controls indicate that fatigue would be an importent consid-
eration in designs utilizing this type of gust-alleviation system.
Measurements of wing and horizontal-tail aerodynamic loads obtained in
a pull-up maneuver in smooth air with the system on and off are also
presented.
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INTRODUCTION

The National Advisory Committee for Aeronautics is currently con-
ducting a flight investigation to determine the effectiveness of a vene-
controlled gust-alleviation system. The aim of this investigation is to
reduce the airplane response in the frequency range (0 o 2 cycles per
second) in which it has been found that passengers are most sensitive to
airplane motions. Thus, the control system was designed primarily to
" reduce alrplane vertical accelerations and thereby improve passenger
comfort.

A twin-engine light transport airplane was modified for the. instal-
lation of the alleviation system, and reseasrch instrumentation was
installed for evaluetion of the system in flight. A description of the
gust-alleviation control system and some initial results of the effec-
tiveness of the system in reducing alrplane motions are presented in ref-
erence 1.

When the control system is used, the additional 1ift produced by a
gust is not eliminated at its source but 1s counteracted by a change 1in
1ift produced by the flap and elevator deflection. Since the distri-
butions of the two opposing 1lifts are not identical, operation of the
system must be expected to alter the distribution of strains in the
structure. .

The objective of the present investigation was to monitor the stralns
during the initial trials of the gust-alleviation system in.order to get
a better idea of the magnitude and ilmportance of the expected changes in
strain distribution. The loads end strain measurements for the basic alr-
plane and the airplane with the gust-alleviation system in operation were
determined and compared, and an anelysis of these inlitial results is
presented in this report.

SYMBOLS

true airspeed, ft/sec or knots as indicated

aerodynemic shear at wing-root strain-gage reference, 1lb

aerodynamic bending moment at wing-root strain-gege reference,
in-1b

aerodynsmic torque at wing root about torque axis, in-lb

F £ §
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aerodynamic shear on right horizontael tall at strain-gege
reference, lb

normal acceleration at airplane center of gravity, g units

wing flap deflection, deg

angle of attack, deg

average angle of abtack over horizontal tail, deg

angle of attack indicated by vene, deg

angle of attack measured at vene, corrected for pitching of
airplane, oy - -‘7'76, deg
distance from vane to airplane center of gravity, £t

distance from alrplane center of gravity to quarter chord of
horizontal tall, ft

pitching velocity, radiens/sec
elevator deflection, deg

suxiliary elevator deflection, deg

root mean square or standard deviation

uncorrected angle of attack of vane, deg

standard error of estimate of coefflcients in least-squares
solution of linear-regression equations (see ref. 3 for
method of evalugtion)

acceleration due to gravity, £t/sec®

represents an incremental value when used in conjunction with

& symbol
dowwash angle at tail, deg
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ATRPLANE AND INSTRUMENTATION

Airplane

A plan view of the test airplane showing the epproximate locatlons
of the strain-gage bridges 1s presented in figure 1, and some details of
‘the wing structure are given in the cutawey sketch of the wing in
figure 2.

For the present investigation, the original control surfaces of the
airplane were modified in such a way that a portion of the lending flaps
and ailerons was made to operate as a gust-alleviation control. The
controls covered each wing semispan from 25 percent to 93 percent and
were automatically actuated by -the vane to move up or down to counteract
1ift chenges due to gusts as well as to move differentially for lateral
control when the gust-alleviation system was in operation. The original
elevetor was also modified in such a way that it consisted of a center
elevator for meneuvering the airplane and two outer auxiliary elevators
which moved in conjunction with the wing flaps to counteract the pitching
moment due to flep deflection. The gust-alleviation controls are shown
in the photographs of the airplane in figure 3. A more complete description
of the allevistion system is given in reference 1. The airplane'’s phys-
ical characteristics (with the control-surface areas rearward of the hinge
line) are presented in the following table:

Wedght, 1D o o o o o o o o o o o o o o o o o o o« s s o o o o o« 9,400
Wing area, SQ £5 « « « ¢ o o + o o o s o s o s s 6 0 o o o s o 349
Wing mean serodynamic chord, £t . . ¢« « o ¢ ¢ o o o o o o s o o 8.05
Total wing-flap area (a.l_'l.eviat:l.on control), sq@ £t . ¢« ¢ + « . . 35.4
Horizontal-tail area, SQ £ .« « « o o ¢ ¢ o ¢ o o o ¢ o o o o « 65.4
Main-elevator area, 8@ & + o o ¢« o o o o« o o o o o o o ¢ o o o 11.8
Total auxiliary-elevator area, sq £t . . « ¢« « o o« ¢ o ¢ & o o & 10.7
Tail Jengbh, £t . ¢ ¢ ¢ o o ¢ o o o ¢ o o o o o s o s o o o o « 22.5
Distance from angle-of-attack vane to center of gra.v:l.ty, £t .. 15.1
Center-of-gravity position, percent of wing mean

aerodynamic ChOTA .« « « o o « o o o « o o « s o s s o o o o o 26

Instrumentation

Standard NACA instruments were installed in the test alrplane for
the measurement of alrspeed, altitude, pitching velocity, pitching accel-
eration, and normel acceleration at the airplane center of gravity and
for normal acceleration at the tail. Control-position transmitters were
located on each moveable control surface 'l:o glve a continuous record of
the position of the controls.
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A vene for measurement of angle of attack was mounted on a ‘boom
extending forward of the nose of the fuselage (approximately 15 feet
from the center of gravity of the airplane). This angle-of-attack vane
was responsible both for trensmitting the signal which activated the
gust-alleviation controls and for measuring the angle of attack.

Alrspeed was measured by using a standard NACA airspeed recorder
connected to the airplane airspeed system. Celibrations have indicated
that this airspeed system indicates negligible position error in the
speed range covered in the present tests; therefore, no corrections have
been made to the airspeed measurements.

Strain-gage bridges were installed on the front and rear spars of the
right wing near the root and at a station approximately 39 percent of
the semispan outboard of the airplane center line. The root gage station
was approximately 5 inches outboard of the fuselage side, whereas the
outboard station was approximately 12 inches outboard of the attachment
point of the outer panel of the wing. Additional strain-gage bridges were
installed on the horizontal-taill spars at a station approximately 13 inches.
from the fuselage center line.

A strain-gaege calibration procedure was followed which was similar
to that described in reference 2 and resulted in relationships among the
various strain-gege-bridge outputs from which wing structural shear,
bending moment, and torque and horizontal-tail structurel shear and
bending moment could be evaluated. The structural loads obtained from
the flight measurements were converted to aerodynamic loads by means of
an inertia correction equal to the weight (and moment of the weight) out-
board of the strain-gage stetion multiplied by the normal acceleration
at the surface.

Continuous time histories of all measurements were obtained and all
records were correlated by the use of a l/lO-second time pulse.

RESULTS AND DISCUSSION

A comparison of the strain measurements for the test airplane flying
in rough air with and without the alleviation system engaged was examined,
and the effects on wing and tall structure of the operation of the alle-
viation controls were assessed.

With the alleviation system in operation, the trailing-edge wing
flaps ‘and euxliliery elevator responded to the pilot's control as well as
to the angle-of-attack vane to provide the pilot with adequate longi-
tudinel control. This method of longitudinal control resulted in a faster
response in a pull-up meneuver than the basic airplane response. There-
fore, aerodynamic loads in pull-ups with the basic airplane and with the
alleviation system in operation are presented and analyzed.
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Rough Air

Several tests were made through clear-eir turbulence with the gust-
alleviation system alternately on end off. . In this report, two of these
tests were selected for further study, one for the basic alrplane and
one with the alleviation system in operation. The results presented rep-
resent the initial attempt at selection of proper gear ratios between
the various surfaces; further tests with the other configurations avail-
able may result in improved alleviation of normal acceleration and
pitching moment and in chenges in magnitude of loads. A portion of the
oscillogram for each test is presented in figure 4 to illustrate veria-
tions in normal accelerstion, control deflections, and strains. Both
tests were made at an altitude of 3,000 feet at 130 knots true alrspeed,
the ratio of wing-flap deflection to angle-of-attack-vane deflection wes
set at -5.2, and the ratio of auxiliary-elevator deflection to wing~-£lap
deflection was set at -0.45. The airplane center-of-gravity location
for these tests was at approximately 26 percent mean aerodynamic chord.

U

An enalysis was performed on & 40-second portion of each of the two
tests in which the rough alr was of essentially, the same intensity

O, v = 1.2° or approximetely 4 feet per :_second) ,as indicated by the

angle-of-attack-vane output. For this analysis, the normal acceleration
of the ailrplane center of gravity and the output of each of the strain-
gage bridges on the front end reer spars of the right wing and on the b
right horizontal tail were determined at 1/20-second intervals during the
L0-second portion of each test. The resulting 800 points for each of the
acceleration and strain messurements were then grouped into class inter-
vals and the standard deviations of the grouped date were calculated.

The desired comparison of the acceleration and strain increments for the
basic and gust-alleviation airplane configurations was then made on the
basis of the calculated standard deviations. The standard deviation,

in addition to indicating the variability of the observations for each
airplane configuration, gives additional information about the data. -For
instance, the maximum strain or normal acceleration experienced can be
expected to be of the order of three times the standard deviation 1if 1t
is assumed that the data are reasonsbly close to a normal or Gaussian
distribution, since, for normal frequency distributions, approximately
99.7 percent of the date fall within a range of three standard
deviations.

Normal acceleration.- A standard deviation of 0.102g was obtained
for the basic airplane in turbulence as compared with 0.058g for the
gust-glleviated airplane. If it is assumed, then, that the gust inputs
are the same, a decrease of approximately 43 percent in the root-mean-
square value of normal acceleration at the center of gravity is brought
about by the alleviation system employed. A graphical 11lustration of
the alleviation effect on normasl acceleration is given by the histogram
in figure 5. In this figure, the solld lines represent accelerations
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experienced by the basic airplane and the shaded lines represent the
accelerations experienced by the alleviated alrplane in rough air of
approximetely the same turbulence intensity. It will be noted that,

for 42 of the 800 observations for the basic airplane, the accelerations
of the center of gravity exceeded 0.l75g; whereas no accelerations of
this magnitude were experienced by the alleviated airplane.

Wing stralns.- The strain indications obtained from the output of the
individual strain-gage bridges were grouped into class intervals and the
standard deviations were computed. A histogram of the strains experienced
by the bending gages on the front spar at the wing root i1s’ presented in
figure 6 to illustrate the changes in bending-strain levels associated
with the basic and alleviated airplene configurations.

Histograms of shear-strain measurements at the outer straln-gage sta-
tion of the wings are presented in figure 7. The magnitude of one standard
deviation is indicated in figures 5 to 8 for each condition. A summery
of the results presented In these figures as well as the results for all
the strein-gage measurements on the wing are given in the following table.
The calculated standard deviations in units of strain for each condition
are given and the percent of alleviation or percent of increase of strain
1s indicated. :

Standard deviation

Strain—gige location (strain units) Percent of change
Basic Alleviated
Root main-spar bending . .| U45.2 36.8 -19
Root main-spar shear . . .| 12.9 18.6 4y
Root rear-spar shear . . . 8.3 5.8 -30
Outer main-spar bending . .| La.5 35.0 -18
Outer main-spar shear . . .| 36.8 27.0 -27
Outer rear-spar shear . . . 12.9 k9.2 281

It is evident upon examination of the results presented in the pre-
vious table that the increases in strain which are introduced into the
rear spar of the outer portion of the wing by motion of the trailing-edge
flaps do not appear in the wing's rear spar at the root. The shear bridge
on the main spar at the root, however, shows an increase in shear strain
vhich indicates that shear is transferred to the maein spar to be carried
into the fuselage. The increase in main-sper strain results from the
fact that the test alrplane was essentially of single-spar comstruction,
the rear spar not being continuous through the fuselage. For the wing
of the test airplane, then, with 43 percent alleviation of center-of-
gravity normel acceleration, the root main-spar bending strains were
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reduced approximately 20 percent, the root main-spar shear strdins at
the outer station were reduced 50 percent, and the root strains were
increased sbout 40 percent. The outer wing rear-spar shear strains were
epproximately four times greater with the alleviation system on because
of the deflections of the tralling-edge flap.

Horlzontal-tall strains.- In order to conserve channels in the
recording oscillograph, strain-gage bridges located on the main and rear
spars of the horizontal tail were combined electrically to give one out-
put representing horizontal-tall shear and one output representing
bending moment. The responses of the combined shear and bending bridges
have been analyzed in the same manner as the wing measurements; however,
unlike the wing analysis, the results of ‘this analysis refer to the com-
bined effects in main and rear spars. There are indications, based on
the calculated standard deviations for the baslc and gust-alleviated
alrplane configurations, that the shear strains at the attachment of the

horizontal tail to the fuselage were increased 2% times with the allevi-

ation controls in operation and that the bending strains were increased
l-;- times. Use of the split elevator on the test airplane to reduce

pitching in the gust-alleviated configuration, therefore, increases "
horizontal-teil shear and bending. A histogram of the horizontal-tail
shear-strain measurements is shown in figure 8. It should be pointed

out that the use of a split elevator in this investigation would not be
necessary generally because deflection of the full elevator could accom-

plish the purpose of alleviating pitching and do so without the large

increases in bending strains.

Fatigue life.- The alleviation system installed on the test airplane
was designed to improve passenger comfort primarily; still, it would seem
desireble to see if the fatigue properties of the wing are modified by
the system. It is not possible to arrive at any quantitative evaluation
of the fatigue life of the test airplane because of the limited number
of bridge locations and strain measurements; however, by use of the strain
peaks measured from the records aveilable, it is possible to indicate the
strain peaks per mile which the wing main and rear spars experienced in
the basic and allevisted configurations. A count was, therefore, made of
the strain peaks experienced by the root mein-spar shear bridge and root
rear-spar shear bridge at the outboard wing reference station, and the
results are presented in figure 9. :

It can be seen from figure 9(a) that, for turbulence of the inten-
slty encountered during the tests, the root main-spar strain level which
is experienced every 1/I mile in the basic airplane occurs only once
every 1/2 mile with the alleviation controls engaged. For the rear spar,
however, as indicated in figure 9(b), a strain intensity of 40 units was

-
a
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experienced every mile of flight; whereas with the alleviation system
on, this same strain was encountered once every 1/30 mile. A strain
intensity of 50 units was not encountered at all with the basic airplane.
Thus, the fatigue properties of the resr spar of the wing of an airplane
equipped with a gust-alleviation system using trailing-edge wing flaps
could become an important consideration in the estimation of airplane
life.

Pull-Up Maneuvers

Strain measurements obtained in the pull-up meneuvers have been
converted to aserodynamic shear, bending moment, and torque by combining
various strain-gage outputs in a manner determined during a loading cali-
bration. Time historles of the loads thus determined and other pertinent
quantities measured in a pull-up with the basic airplene are presented
in figure 10; and, for comparison, time variations of the same quantities
with the gust-alleviation system in operation are presented in figure 11.

For the basic airplane, a pull-up to approximately 2g was made from
steady flight at an altitude of 5,000 feet and a true airspeed of
130 knots and, with the alleviated airplane, a pull-up to 1l.7g was made
at the same speed and altitude. Differences in the.wing and tail loads
and airplane motions which are reedily aspparent in the time hisbories
are, therefore, due to the gust-alleviation controls. In order to exam-
ine in more detail the effects of the operation of the controls, aero-
dynemic 1ift, bending moment, and torque shown in figures 10 and 11 at
two statlons on the right wing are replotted in figures 12 and 15 to show
variations with eirplane normal acceleration.

Loads at wing root.- As would be expected for the basic airplane,
shear, bending moment, and torque at the wing root vary linearly with
alrplane normal acceleration in the pull-up maneuver as shown in figure 12.
In the case of the pull-up with the gust-alleviation system in operation,
it can be seen (fig. 13) that the shear, bending moment, and torque at the
wing root do not vary linearly with normal acceleration since they are
influenced by flap deflection &s well. In order to evaluate the loads
resulting from deflecting the flep with constant normal acceleration, the
following relastionships between normel acceleration, flap deflection, and
loads were written:
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, 3 g
( ) Gyr aC*WRT
“m day By
L = %B-»+m ‘9-%~ (1)
WAMWR A&n<aan £ an 3
- %R %R
\ J Laan/ Last

For this evaluation, the quentities AGyr, AR, My, 28n, and SOy

were obtained from the time-history records at each 1/10-second interval
(with 22 points in all); the aforementioned three equations were solved by
the least-squeres method to obtein the contribution of the normel accel-

eration’ g—(—-)- snd wing-flep deflection %é-—)- to the wing root sheax
an i
LGyR, root bending moment AMWR, and torque sbout the torque reference

axis MWR'

Numerical results from the procedure just outlined are summarized
in the following table:

With gust-alleviation system on ~
Load Basic airplene 5 5
Y =
Shear . . . . 3,550-352 3,52@-?- ...... (eg = 10) hl;g—g— ........ (eg = 1)
Bending
moment . . . | 395,000 ;Lni'.\h 395,170 .'-LD_EIb. « + « {eg 2 5,800) | 4,58 % ..... (e, = 3€0)
Torque . « . . -aa,ooo.tAgn _ae,gsoinim,..(e,.,z,m) -2,0&5%%’2 e « o « (eg = 140)




NACA TN 3746 11

It can be seen from the preceding table that the values of the loads
due to changing normal acceleration with fleps held constant as deter-
mined from the least-squares solution of equation (1) are consistent with
the results obtained directly from the baslic-airplane data where flaps
were actually neutral.. The least-squares results are accompanied in the
aforementioned table by the standard error of estimate for each coeffi-
cient (ref. 3). The values given for the basic airplane were obtained
from the veriation of shear, moment, and torque with normal acceleration
shown in figure 12. The increase In bending moment due to flep deflection
is indicative of the bending-moment alleviation which can be expected when
the flaps act to relieve the wing airloads in response to signals from
the angle-of-attack vane in rough eir. The increase in torque in the
pull-up meneuver, due to the rearward shift in the chordwise center of
load with flap deflection, shows that the rear spar of the wing carries a
greater proportion of the airload with the alleviatlon system in
operation.

Loads at oubtboard station.- A second strain-gage station was located
on the right wing at approximately 39 percent of the semispan outboard of
the airplene center line. The strain-gage bridges at this statlon were
calibrated to give a measure of the shear, bending moment, and torgue
outboard of the station. Variations with normal acceleration of the shear
and bending moment at this station for the basic alrplane in a pull-up
maneuver sre shown in figure 12 and for the airplene with alleviation
controls operating are shown in figure 13. Torque measurements were not
avallable for these tests.

From an anelysis similar to that just outlined for the wing's root
loads, the following loads for the basic airplane and for the gust-
alleviation system on were obtained:

) With gust-alleviation system on -
Load, Basic alrplane 30)
%L Be
Shesr . . . . 2,202 (2,270 . ... .. (es = 21) | 37 %EE ........ (es = 1)
Bending .
moment . . . 160,ooohl§lh 170,7ooin§1h...(e5=1,9oo) 2,38012;-?1.....(%:130)
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Horizontal-tail loads.- The strain-gege reference stations for the
measurement of shear and bending moment on the horizontal tall are
located just outboard of the attachment of the tail to the fuselage. The n
aerodynamic loads measured outboard of the strain-gage reference on the
right side of the tail have been analyzed o determine the loads imposed
by the operation of the gust-alleviation-system controls (auxiliery ele-
vators). For the basic airplane, the tail loads on the right horizontal
tail 4Gpr cean be considered as being the result of the tall angle of

attack and the elevator deflection, so that

- 5B noy + o soe (2)
and
Aa,.b;( _%)A%'+%EA6 (3)

Measurements of Gy, av', 8, b, and V are availsble in time-

history form for e pull-up maneuver (fig. 10) where 1. is the dis-

tance from the center of gravity to the quarter chord of the hori-

zontal tall, 22.5 feet, and de/do, is assumed to be 0.5. Data were ’
obtained from the time histories at 1/10-second intervals and were sub-

stituted in equation (2). As before, a solution by the least-squares

method yielded the desired load coefficients because of tall angle

of attack and ;GTR because of elevator deflection.
e

With the gust-alleviastion system in operation, the auxiliary ele-~
vebor motion also influences the tail load and, therefore, in this case
the corresponding equation is

LGqR = B—G'EA% + 2R LBe + G LBe, aux (&)
Sas Be azse,a.ux
Solution of the tail load parameters with data from the time his-

tories substituted into equations (2) and (4) gave the results which
are shown in the following table:

Pun |
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Tail load parameter, Basic
1b/deg airplane

aG‘l'R/a“‘b' 8L I

AGR[Wg « « + o o . . 12 1

/e qux + + » -+ — 2T (e

With gust-alleviation system on -

Il
o
o’

n
A

n
N

The similarity of the calculated load coefficients due to tail angle
of attack for the basic and gust-alleviated ailrplane configurations indi-
cates that flow conditions at the tall are only slightly changed by oper-
ation of the gust-alleviation flaps on the wing. The auxiliary elevator,
then, is the main contributor to the increased load on the horizontal
tall as shown iIn figure 11 for the gust-alleviated airplane.

CONCLUDING REMARKS

Results from an analysis of a sample of the measurements of wing
and tall loads and spar strains associated with the operation of a gust-
alleviation system on a modified twin-engine light transport airplane in
rough air indicate that, for a reduction in airplane normal accelerastion
of 43 percent, based on root-mean-square values , wing main-spar bending
strains were also reduced; whereas shear strains in both the main and
rear spars of the wing were Increased. The increases in main-spar shear
result from the fact that the test-airplane wing was essentially of
single-spar construction which required some of the shear introduced by
motion of the tralling-edge wing flaps to be transferred to the main spar.

Horizontal-tall shear and bending strains were increased because of
operation of the split elevator on the gust-alleviated airplane.

Increases in the magnitude and frequency of occurrence of some of
the strains in the wing and tail structure in rough air associated with
operation of the gust-alleviation controls indicete that fatigue would
be an important consideration in designs utilizing this type of gust-
alleviation system.
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The reduction in normel acceleration indicated by these Initiel
results is not necessarily the optimum slleviation which can be obtalned
with the present system, and any further reductions in accelerations
would be expected to be accompanied by changes in the magnitude of the
loads and strains experienced.

Langley Aeronautical Laboratory,
Nationsl Advisory Committee for Aeronautics,
Langley Field, Va., May 29, 1956.
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X BShear strain-gage bridge
~— Moment strain-gage bridge
A Accelesrometer

Figure l.~ Plan form of teet alrplane showlng strain-gpge and accelerometer
loeations.

Outboard strain-gage station.
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8 Moment strain-gage bridge
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\\\“ . through fuselage

Figure 2.- Wing of test airplens showing some structural details and the
locations of the strain-gage bridges.
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Flgure 3.- Photograph of test airplane.
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(b} Gust-alleviation flap control in the deflecked position,  L-8887

Figure 3.~ Concluded.
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Figure L.~ Typical oscillogram of strain-gage response, accelerometers 3
and control positions of, test sairplane flying in turbulence.
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Fgure 5.~ Comparison of normal acceleration measured at center of gravity
of ailrplane in rough air with gust-alleviation system on and off.
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Figure 6.- Comparison of wing-root bending strains measured in rough air
with guat-alleviation system on and off.
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(b) Main-spar shear.
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Figure T.- Comparison of strains measured at wing outer station in rough

alr with gust-alleviation system on and off.
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Figure 8.~ Comparison of horizontal-tail shear-strain indications meas-
ured in rough air with gust-alleviation system on and off.
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(2) Wing main spar with alleviation system on and off for the turbulence
intensity encountered.

Figure 9.- Flight miles required to exceed & given shear-strain level.
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) (b) Wing rear spar with alleviation system on and off for the turbulence
intensity encountered.

Figure 9.~ Concluded.
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in a pull-up with the basic airplane.

Figure 10.- Time history of airplane motions, wing loads, end tail loads
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Figure 11.- Time history of airplane motions, wing loads, and tail loads
in a pull-up maneuver with gust-elleviation system in operation.
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Figure 12.- Variation with center-of-gravity norm.l acceleration of the
aerodynemic loads on the right-wing in a pull-up meneuver with besic

airplane.
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Figure 13.- Variation with center-of-gravity normal acceleration of the

aerodynamic loads on the right wing in & pull-up maneuver with the

gust-alleviation system in operation.
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